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(57) Abstract: The invention relates to a convertible vehicle (1) provided with a moveable roof (2) which comprises a flexible roof 
covering in at least certain areas (4), said flexible roof covering being retained by a partial section of the outer edge thereof (6) via 
at least one retaining strip (11) on at least one frame part (7;8) of a roof stand (3). The retaining strip (11) extends in an essentially 
parallel manner in relation to the frame part (7; 8) of the roof stand (3) when in a connecting position and is retained thereon. The 
invention is characterised in that that the retaining strip (11) can be connected to the frame part (7;8) due to displacement thereof 
using a displacement component (15) extending parallel to the extension thereof. 

(57) Zusanimenfassung: Ein Cabriolet-Fahizeug (1) mit einem beweglichen Dach (2), das zumindest in einem Teilbereich einen 
flexiblen Dachbezug (4) aufweist, der mit einem Teilabschnitt seines Aussenrands (6) Uber zumindest eine Halteleiste (11) an zu- 
mindest einem Rahmenteil 
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(7;8) eines Dachgestells (3) gehalten ist, wobei die Halteleiste (1 1) in Verbindungsstellung im wesendichen parallel zu einem Rah- 
menteil (7;8) des Dachgestells (3) verl^uft and an diesem gehalten ist, wird so ausgebildet, dass die Halteleiste ( 11) mit dem Rahmen- 
teil (7;8) ttber eine Bewegung mit einer parallel zu deren Erstreckung verlaufenden Bewegungskomponente (15) veibindbar ist. 



